
Reticle ranging High Reliability

Water and
Dust Proof

Light
Weight

≤ 0.98kg

Long Battery
life

Light leaking
prevention

Light weight

Single Roller
Operating

Eye Cup Preventing
Light Leaking

Low Power
Consumption

ALBAZ 105 FOV 5.9o

Your second hand to hit targets



DETECTION
CLASSIFICATION
RECOGNIZATION
IDENTIFICATION 335M

670M
1,335M

2.67KM

DETECTION
CLASSIFICATION
RECOGNIZATION
IDENTIFICATION 460M

920M
1,875M

DETECTION
CLASSIFICATION
RECOGNIZATION
IDENTIFICATION 460M

920M
7.6KM

3.7KM

3.7KM

AlBaz 105

AlBaz 75

AlBaz 50

INFRARED MODE

ALBAZ 105 Scope provides clear images used under all 
weather and environmental conditions like darkness, 
fog, smoke, dust, rain, snow, wood, camouflage, etc. This 
scope is mainly applied to patrolling, and hunting as a 
thermal rifle or handheld scope, in harsh environmental 
conditions.

Eyepiece Adjustment

Battery Compartment

Power Buttons

105mm Lens

Control Buttons

Objective Lens

A thermalized Optics.
 Silent (shutterless).
 Uncooled FPA 640x480, 17um
 Operating time > 8h

FOV 5.8o
ALBAZ 75 FOV 8.8o

ALBAZ 50
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Adjustable focus.
Easy control using one rotary 
switch.
Uncooled FPA 640x512, 12um
Operating time > 6h
light weight ≤0.85kg
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Adjustable focus.
Easy control using one rotary 
switch.
Uncooled FPA 640x512, 12um.
Operating time > 6h
light weight ≤      kg


